
IDAHO TRANSPORTATION DEPARTMENT
COMMERCIAL VEHICLE BY LANE REPORT – From2002 Permanent Weigh-In-Motion Data

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge
Thursday 1 August Thru Saturday 31 August 2002

Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel

North Bound South Bound

Commercial Vehicle Type
Lane
Count

Lane
%

Average
GVW

Lane
Count

Lane
%

Average
GVW

Total
Count Type %

Average
GVW

SNGL UNIT TRK:  2 axles 1942 15.55 13701 2139 17.08 13949 4081 16.32 13831

SNGL UNIT TRK:  3 axles 2080 16.66 36258 2378 18.98 32287 4458 17.82 34139

SNGL UNIT TRK:  4 axles or more 239 1.91 48804 97 0.77 58699 336 1.34 51661

TRK w/SNGL TRLR:  4 axles or less 639 5.12 26267 685 5.47 24925 1324 5.29 25573

TRK w/SNGL TRLR:  5 axles 3921 31.40 57711 3387 27.04 61692 7308 29.22 59556

TRK w/SNGL TRLR:  6 axles 1826 14.62 45566 1276 10.19 69483 3102 12.40 55404

TRK w/SNGL TRLR:  7 axles or more 1129 9.04 83242 1871 14.94 97578 3000 11.99 92183

TRK w/2 TRLRS:  5 axles or less 22 0.18 55632 21 0.17 61143 43 0.17 58323

TRK w/2 TRLRS:  6 axles 69 0.55 61965 76 0.61 63067 145 0.58 62543

TRK w/2 TRLRS:  7 axles 403 3.23 90692 380 3.03 71359 783 3.13 81309

TRK w/2 TRLRS:  8 axles or more 192 1.54 88651 200 1.60 97596 392 1.57 93215

TRK w/3 TRLRS:  7 axles 21 0.17 96667 15 0.12 75860 36 0.14 87997

TRK w/3 TRLRS:  8 axles or more 3 0.02 61600 2 0.02 124500 5 0.02 86760

Total Commercial by Lane 12486 49.92 47671 12527 50.08 52978 25013 100.00 50329

Total Commercial by Direction 12486 49.92 47671 12527 50.08 52978
                 


